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MD CD GM
TOLERANCE : ±3% TOLERANCE : ±5% TOLERANCE : ±5%

05530702.1012571

55045702.1612081

06545802.1822091

07058902.1042002

085501102.1252012

090603102.1462022

0018605102.1672032

5117707102.1882042

0317809102.1003052

54100101202.1213062

06101104202.1423072

57102135202.1633082

09103108202.1843092

01244101302.1063003

06247187302.1483023

08209151402.1693033

04303259402.1024053

TOLERANCE VALUE

Up to 300 GSM % - 6.0 to 7.0

SUBSTANCE, g/m2                   

(TAPPI T 410)
CALIPER, µm                        (TAPPI T 

411) BULK, cm3/g
BENDING STIFFNESS, mN                                                                                                                      

(TAPPI T 556)

TOLERANCE : ±15%

PROPERTY

AURA FLUTE SUPREME (AFS)
etihW larutaN : edahSS1C - detaoC - SBS : edarG

Up to 300 GSM % - 6.0 to 7.0

Above 300 GSM % - 7.0 to 8.0

ROUGHNESS, µm (TAPPI T 555) - 2.0

PLYBOND, J/m2  (TAPPI T 569) Min 200

COBB60, g/m2 (TAPPI T 441) Max 30/30

GLOSS at 750, % (TAPPI T 480) Min 35

BRIGHTNESS, % (ISO 2470) Min 83

EDGE Wick, kg/m2/hr (IMS/U2/QC/SOP(13)) Max 1.20

NOTE:

2. Conforming to BFR XXXVI, IS6615.
3. USFDA Compliant as per USFDA 21.CFR.176.170 
4. Tolerance are based on 95% con�dence limits of measurements of conditioned sample

Board Construction
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1. The results of the properties are as per TNPL lab test measurements according to International standard test methods mentioned.
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MOISTURE, %   (TAPPI T 412)

Top / Bottom
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