
MD CD GM
TOLERANCE : ±3% TOLERANCE : ±5% TOLERANCE : ±5%

095652126.1803091

590753126.1423002

5015754126.1043012

0215807126.1653022

0415950226.1373032

56151104226.1983042

08152106226.1504052

59153108246.1624062

01205100346.1344072

62206102346.1954082

35267136346.1674092

08239180446.1294003

45305200586.1835023

58307205586.1175043

02459200686.1885053

27473306686.1506063

41566302786.1226073

55579357786.1836083

09502463886.1556093

04645400986.1276004

TOLERANCE VALUE

- 6.0 to 7.0
MOISTURE, %   (TAPPI T 412)

Up to 300 GSM

SUBSTANCE, g/m2                   

(TAPPI T 410)
CALIPER, µm                        
(TAPPI T 411) BULK, cm3/g

BENDING STIFFNESS, mN                                                                                                                      
(TAPPI T 556)

TOLERANCE : ±15%

PROPERTY

AURA FOLD PLUS (APF)
etihW larutaN : edahSS1C - detaoC - BBF : edarG

- 7.0 to 8.0

Max 1.0

Max 1.2

Max 1.5

PLYBOND, J/m2  (TAPPI T 569) Min 150

COBB60, g/m2 (TAPPI T 441) Max 40/50

IGT DRY PICK, m/s  (ISO 3783) Min 1.0

GLOSS at 750, % (TAPPI T 480) Min 40

BRIGHTNESS, % (ISO 2470) Min 85

CIE WHITENESS, % (ISO 11475) Min 95

NOTE:

2. Conforming to BFR XXXVI, IS6615.
3. USFDA Compliant as per USFDA 21.CFR.176.170 
4. Tolerance are based on 95% con�dence limits of measurements of conditioned sample

Board Construction

     # : GSMs Other than mentioned above may be provided on speci�c requests

1. The results of the properties are as per TNPL lab test measurements according to International standard test methods mentioned.

-

Top / Bottom

Top

Top

Top

Top

MOISTURE, %   (TAPPI T 412)
Above 300 GSM

ROUGHNESS (PPS) Top side, 
µm 
              

(TAPPI T 555)

Up to 260 GSM

Between 260 & 320 GSM

Above 320 GSM
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